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WARNING: Prior to installation, turn the power off to the vending machine 
and unplug it from its power source. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Important Note: Please read all instructions thoroughly before continuing with installation of kit. 
 

To view detailed instructions, please visit www.veii.com, click on “New Technology” and “LED Lighting 
Kits” to watch a short video of the installation. 

All holes in the reflectors are 
rounded larger than the screws. 
Loosen three screws per side, 
preferably one on the top, 
middle and bottom. Place the 
reflector over the top of the 
screws. Put a supplied clip 
(shown above) between the 
loosened screw and reflector 
and push down until it snaps 
into place (Figure 2). Tighten 
the screw and repeat for each 
loosened screw. 
 
Repeat for second reflector. 

Part 
Number Description Qty/Kit 

VE4826 SNAP IN RELFECTOR 1 

VE4810  POWER SUPPLY W/ HARNESS 1 

VE4820 STANDARD VERTICAL REFLECTOR 2 

VE4804 14 LED STRIP 2 

VE4808 18 LED STRIP 1 

VE4601 Tie Wraps 12 

VE4650 Hold Downs 9 

VE4820C Reflector Clips 6 
 

Figure 1 Figure 2 
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Figure 3 

Right Reflector and Left Reflector (Figure 3): 
Note: Make sure the long wire of the LED strips are located at the top. 
Remove backing from the 14 LED strips and attach it to the inner angled surface (Figure 3) of 
vertical reflector, 8” above bottom edge of vertical reflectors. The red rectangle represents the 
LED strips position on the reflector. 
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Top Reflector (Figure 4): 
Remove fluorescent tube. To install snap-in reflector, place lower edge of reflector on lip 
above top edge of glass retainer. Start at one end, hold bottom of reflector in place and push 
back on reflector to partly snap into top lip of door. Repeat above for opposite side. Work 
toward middle until reflector is completely snapped in place. Note: Take care in not bending 
reflector excessively. 

 

Remove backing from the 18 LED strip and attach to the center of reflector. Connect the 
long wire from the Left Hand (Figure 5) and Right Hand (Figure 6) 14 LED strips to the 
18 LED strip. 
 

Figure 4 

Figure 5 

Secure all loose wires with supplied cable ties and tie mounts. 

 

Figure 6 
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Power Supply (Figure 7A/B/C): 
Mount the magnetic Power Supply (Figure 7A) to the inside of the machine, on 
the right side near the top (Figure 7B). As shown in Figure 7C, unplug the 110V 
Power Harness from the old fluorescent light connector and plug the harness 
from the LED kit into the same connector (Figure 7C). 
 
 

Figure 7A 
 

 

 

Figure 7B 

Figure 7C 
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Figure 9A 

Figure 8 

 

 

Take 3 tie mounts, with wire ties already in place, and attach to the top of the inside of the 
machine. Route the black/red power harness across the top of the machine, securing it 
loosely with the wire ties. If there is a black panel, run the harness behind the upper panel 
(Figure 8, 3 Circles) 
  

Route the excess wire down the machine door, and up to the right LED strip. Attach the two 
ends (Figure 9A & B). Go back and secure the wires. 
 

 

Figure 9B 


