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Warning: Turn off power switch and unplug machine b efore proceeding. 

 
1) Remove fluorescent tubes, sockets, associated wiring, and cover for wires (if present on your model) along 

top of the machine (Pictures Below). 
 

                                                          
 

 
 

 
Note: Left and Right are determined by looking at the inside of the machine door. LED Lights are 
marked Left and Right. Please make sure LED lights are installed with wires facing down. 
 
 
 
Left LED Light  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Before 

 

After 

Figure 1 
 

2) Align top LED bracket with top of factory 
reflector and mark for holes for the self tapping 
screws 

3) Drill holes for self tapping screws 
4) Attach bracket as shown in picture 

 

 
Figure 1 

 

Left Side Right Side 

Top Cover 
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Wire Cover 
 
 
 
 
 

 
Right LED Light  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
15) Run left side wires in factory wire channel 
16) Reinstall wiring cover that was removed in 

Step 1 (if your model has this, if not use 
supplied tie wraps and hold downs to fasten 
wires) 

Figure 3 and 4 
 
Note: Only use one screw for each of these brackets 
 

17) Align top bracket with top reflector on the right side 
18) Mark the outside hole and drill the hole on the top 

bracket 
19) Mount the right LED to top bracket 
20) Mount the bottom LED bracket 
21) Turn LED light to be able to attach outside screw 

from top bracket 
22) Mark the outside hole on the bottom bracket 
23) Remove the LED light assembly from the right side 
24) Drill the bottom bracket hole and mount bracket 
25) Tighten LED light so it can be slightly turned for any 

final adjustments – use of thread lock is 
recommended, but not supplied with kit 

26) Feed both LED light wiring through bottom right of 
the machine (Figure 4) 

Figure 2 
 

5) Attach bottom bracket to LED light 
6) Attach LED light to top bracket 
7) Turn LED light so you can mark outside hole of 

bottom bracket 
8) Remove LED light from brackets 
9) Drill outside hole for bottom bracket 
10) Attach bottom bracket and drill inside hole, 

attach second self tapping screw to the bottom 
bracket 

11) Connect extension wiring, supplied with kit, 
using butt connectors to left LED 

12) Feed wires through factory wire clamps on 
reflector 

13) Attach LED light to brackets – use of thread lock 
is recommended, but not supplied with kit 

14) Tighten LED light so it can be slightly turned for 
any final adjustments 

  
Figure 2 

 

 

Top Bracket 

Figure 3 

Figure 4 

Bottom Bracket 
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Power Connections 
 
NOTE: NOTE: If installing a dimmer kit, do not proceed with steps 27 through 31. Follow the dimmer kit 

instructions to proceed with crimping of wires. 
 

Figure 5 
 

27) Remove the two terminal connectors from the V- and V+ connectors on the power supply.   
28) Feed the two black wires from the LEDs into one of the connectors and crimp them. 
29) Feed the two red wires from the LEDs into one of the connectors and crimp them. 
30) Attach the terminal connector for the black wires to the V- connector on the power supply. 
31) Attach the terminal connector for the red wires to the V+ connector on the power supply. 

 
Figure 6 

 
32) The power supply has a magnetic base and should be placed on the bottom of the door. 
33) Disconnect the main power connection to the ballast 
34) Connect the male two pin connector from the wiring harness attached to the power supply to the 

main power connector. 
35) Connect the female two pin connector from the wiring harness attached to the power supply to 

the female two pin connector from the ballast.  This step allows the bottom florescent light to 
work. 

36) Adjust LED lights to desired angle. 
 

Figure 6 
Step 32 

Figure 5 
 

 

Step 35 

Step 34 

 


