Installation of [re]Generation UCB for AP6000/7000

Parts Included:

Desc.

VE5854 Keypad Label

VES5852 Display Board

3a

VE5801 U. Control Board

3b

VE5851 Harness Board

3c

VE5815 Power Supply

VE5819 FCC Label

VES5853A Interlock Switch Ext.
Harness

VES5817 Dex Harness

VE1513 Keypad Harness

VES5853 Clear Display Lense
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VE5816 MDB Harness

VES5802E 24V Power Supply
Harness

11

VE5853D Display Harness

12

VES5821 Programming Label

13

Programming Instructions

Parts Not Shown:

Desc.

VES5806 Standoff

VET7203 #4-40 Hex nut

VE5813A #4-40 X 1/4 Phillips
mIs

Remove

1) Control board cover from unit (Fig. 1)
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Installation of ReGeneration UCB for AP6000/7000
Fig. 2 Fig. 3

Remove

' 1) Display Lens (Fig. 2) /

2) Display (Fig. 3) /

a. Door Switch

\

b. Harness ——— e

c. Board

Fig. 4
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Disconnect: Remove
1) Power 5) Selection Switch
2) Motors 6) Display
3) 110V Power 7) Door Switch
4) Validator
VE5850
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Installation of [re]Generation UCB for AP6000/7000

Fig. 5 Fig. 6

Add:
1) Display (Fig. 5)

a. Connector for
h Door Switch

b. Board (Use Old
/ Screws)
/ 2) Display Lens (Fig. 6)\\

Fig. 7
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Add: Add:
1) 110V Power 6) Dex
2) Motors Note: 7) Selection
3) Drop Sensor For #7: there are two different size 8) Display
4) Coin Mech cables. The long one is for 7A and 9) 24V Power
5) MDB the short one is for 7B. 10)Door Switch
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