Installation of [re]Generation UCB for NAT147 & NAT 148

Parts Included:

Desc.

FCC Labels

Keypad Label

Programming Label

110V Power Supply Harness

[N

24V Power Supply Harness

Power Supply

Universal Control Board

MDB Harness

O ||y Oon

DEX Harness

Clear Display Lens

11

Display Ribbon Cable

12

LCD Display

13

Display Board Bracket
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Remove

1) Program Key

/

2) Program Instructions

3) Display Window —
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Installation of ReGeneration UCB for NAT147 & NAT148

Remove

(Keep the Holding Bolts) /
/

1) Display Harness

3) Holding Bolts/

Disconnect

1) 110V Power

2) Board Power
3) Validator & Coin Mec
4) Motors

Remove @
(Keep Mounting Screws) @

5) Validator Harness
6) Mounting Screws (10)

7) Interface Board
8) Control Board @
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Installation of [re]Generation UCB for NAT147 & NAT 148

Add:

1) Keypad Label

2) Clear Display COVGF\

Add:

1) Display Holder with Display @
2) Mount with Display Bolts (from
old harness)

a. After turning power on,
adjust board left to right @
to correctly align the @
display

3) Display Harness
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UCB Installation:

Description

110V Power (3)

Validator Serial (2)

Motors Keyed

24V Power

MDB

Micro Mec

Drop Sensor*

LED*

Display Harness

P
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Dex

LED Power*

* = Optional Kit
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