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Old Control Board 

 

Remove: 
 

1) Board Cover 
2) Display Cover 

Disconnect: 
 

1) Power 
 
2) Micro Mech 

 
3) Serial Validator 

 
 

Remove: 
 

4) Display Harness 
 
5) Interface 

Harness 
 

6) Board 

Desc.

1
VE5888A 110V Power Supply 
Harness

2 VE5815 Power Supply

3
VE5802G Power Supply 
Mounting Plate

4
VE5802E 24V Power Supply 
Harness

5
VE5801 Universal Control 
Board

6 VE5816 MDB Harness

7 VE5817 Dex Harness

8 VE5886 Harness Board

9
VE5802C Display Ribbon 
Cable

10 VE5889 Clear Display Lens

11 VE5887 Display Board

12 VE5819 FCC Label

13 VE5881 Keypad Label

14 Programming Instructions

15 VE5821 Programming Label

Parts Included:

 

Desc. #
VE5806 Standoff 4

VE7203 #4-40 Hex nut 4
VE5813A #4-40 X 1/4 Phillips 
M/S 4

Parts Not Shown:

 

1 

2 
3 14 

5 

4 

7 

6 

9 
8 

10 
11 

15 

12 
13 

1 

2 

3 

4 

5 

6 



Installation of [re]Generation UCB for NAT157 & 158 
 

VE5885 
10/7/2008 

2 

 
Old Driver Board 

 
 
 
                                                   Old Display (Back)                  Old Display (Front) 

          
 
 
 

 
 

Disconnect: 
 

1) Motors 
 
2) Gum & Mint 

 
3) 24V Power 

Remove: 
 

4) Interface 
Harness 

 
5) Screws (Keep) 

 
6) Driver Board 

Remove: 
 

1) Keypad 
 
2) Display 

Disconnect: 
 

1) Door Switch 
 
2) Customer 

Keys 
 

3) Program 
Keypad 

 
Remove: 

 
4) Display 

Harness 
 

5) Board 
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New Display 

 
 

         New Display Board 

          
 

Add: 
 

1) Keypad 
 
2) Display 

Add: 
 

1) Display Board 
(Using Old Screw) 

 
2) Display Harness 

 
3) Door Switch 

 
4) Connect to bottom 

of display 
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New Power Supply 

   
New Control Board 

 

Add: 
 

1) 24V Power 
 
2) 110V AC 
 

Add: 
 

1) 24V Power 
 
2) Micro Mech 

 
3) Dex 

 
4) Display 

 
5) MDB 
 

Add: 
 

6) Motors 
 
7) Gum & Mint 

 
8) LED Kit (Optional 

– behind Harness) 
 

9) Drop Censor 
(Optional) 
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