Installation of [re]Generation UCB for Rowe 5900

Parts Included:

Desc.

Programming Instructions

VE5816 MDB Harness

VE5821 Programming Label

VE5805 Coin Insert Overly

VE5833 Back Board

[o23 K200 B0 OVIN O B o)

VE5801 U. Control Board

-~

VES5818 24V Power Supply
Harness

8 [VE5817 Dex Harness

VE5832B LCD Display

10

VE5807B Keypad Label

11

VES5819 FCC Label

®

Remove Display
Cover (Keep Cover—

and Screws)

®
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Installation of [re]Generation UCB for Rowe 5900

Disconnect and Remove
/ Old Display Board.
Replace Old Display
Board with New Display
Board and Reconnect.

v

Screw Display cover back
in over top of Display
Boards

— Remove Old Display
Front (Sticker).

Replace with New /

Display Front (Stickef). |
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Installation of [re]Generation UCB for Rowe 5900
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Removing Old Board:

1) Disconnect cables
from the Old Control
Board

2) Unscrew and Remove
the Control Board
Cover (Keep Screws)

3) Remove the Old
Control Board




Installation of [re]Generation UCB for Rowe 5900

Adding SmartBoard:

'\ 1) Screw in the UCB,

—— using the old screws

2) Connect:
1) MDB
2) Power
3) Motors
4) Display
5) Dex
6) MDB Coin Mec
7) Old Coin Mec
G 8) Old Validator
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