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Parts Included with VE9325VW kit: 
 

Part Number    Description   Quantity 
VE9300SENSAP   AP Sensor and Bracket Assembly 1 
VE9308A    Magnet (w/ 2 sided tape)  1 
VE9300RT6X1   Reflective Tape 6”x1”  1 
VE7215                                         8-32 Pan Head Screw                         1 
VE7206    8-32 Hex Nut    2 
VE4601    6” Cable Tie    4 
VE4560    Cable Tie Hold Down   4 
VE9325H                                      Sensor Harness                                   1 

 
 

 
 

4” from bottom 
& .25” up. Drill 
3/16” hole.  
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Mount bracket with short 
machine screw. Two nuts 
can be used to lock screw 
in place and/or screw can 
be turned around so screw 
head faces bracket. 

Opposite side of 
plate, showing 
mounting screw. 

Deflector plate 
needs to be bent 
downward or cut, 
too allow clearance 
for sensor bracket. 



AP123 Vend Wizard Instructions 

AP123 Vend Wizard Ver.2 02/28/06 
3 

 
 

 
 

Completed install of bracket and magnet. After installation is done and power is 
applied, if the inner delivery flap is opened and the magnet is close to the reed 
switch, the green LED on the sensor bracket will light and disable the sensing 
circuit. This guards against theft. If something passes through bucket, the red LED 
will flash. This indicates that the system was triggered.  

Route small 4-pin sensor 
harness connector through   
a slot in glass mounting 
bracket.  
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Attach small 4-pin harness   
to 4-pin connector on 
sensor board and install 
sensor bracket cover. 
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Route sensor harness along space 
between glass mounting bracket and 
frame of door. Position sensor 
harness and attach to fluorescent 
light harness loop. Route remainder 
of harness along top edge of machine, 
following main feed for fluorescent 
light. 
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Route sensor harness to main 
controller board. Attach 9-pin 
connector to “COFFEE” connector 
on main controller board. 
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Reflective tape is mounted on lower edge of 
filler panel/monetary door. It measures 6 
inches wide and 1 inch high. Align tape to the 
bottom edge of panel and about 1½ inches 
back from front of monetary door. 

Shows correct placement of sensor 
harness attached to main controller 
board. Cover was removed for 
picture and clarity. 
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Note: This kit is too be used with 5.24 version software. After installation, machine 
must have delivery system turned on and set up for proper operation. 

 
 
 
 

A cut must be made to the reflective 
tape at the hinge. This will allow the 
monetary door to be opened without 
damaging tape. 


