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WARNING: Prior to installation, turn the power off to the 
vending machine and unplug it from its power source. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Tools Required 
Drill 

7/16” Drill Bit 
Small Screwdriver 

1. Unplug the power harness going into 
the ballast (Fig. 1) 

Figure 1 

Important Note: Please read all instructions thoroughly before continuing 
with installation of kit. 
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2. Drill a 7/16” hole approximately where red circle is 
shown in Fig. 2  

 
(Note: This is only a recommended area for the sensor, it can 
be moved to any area of your choice. This hole is to feed the 
sensor through) 

Figure 2 

Inside View  
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Figure 3 

3. The dimmer kit has a magnetic base that can be connected 
to any steel surface of the machine, near the ballast 

4. Connect the small 4-pin connectors from the dimmer kit to 
the cable that will connect to the ballast, seen in Fig. 3 

5. Plug the completed harness from the dimmer kit into the 
harness from the ballast , seen in Fig. 4 

6. Secure cables from dimmer kit to existing wiring harness 
with a supplied tie-down 

Figure 5 

Figure 4 

Figure 6 

  

7. Thoroughly mix/knead the provided 5 minute epoxy 
8. Apply small amount of epoxy to the lip of the sensor (Fig. 5) 

and secure to the front of the door by placing through the 
front of the machine 

 
(Note: The board needs to be vertical when installed, as seen in 
Figure 5 and 6) 
 
9. Form remainder of epoxy around back of the sensor (Fig. 6) 

 

 

 



 

VE6335 
5/26/2009 

 

4 

 
 
 
 
 
 

Figure 7 

10.  Route grey sensor wire from dimmer kit to the sensor and 
connect, as shown in figure 6. Use supplied tie-downs and 
anchors to secure wire in place 

11.  To adjust the time, use a  small screwdriver and turn ,where the   
red circle is in Fig. 7 

a. Fully Clockwise will set the timer for 10 minutes 
b. Fully Counter-Clockwise will set the timer for 30 

minutes 
 

At power up, there is a 15 second delay before lamp turns on. 
 

Note: The time set is the amount of time the lights will stay on after 
there is no movement detected 

 
 

  


