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Relocate the lower OEM Light Bracket (A) to the lowest bracket position (B) as shown.

Remove the upper OEM light bracket from the door (A), and attach the Adapter Bracket (VE1020466) (B) to the light 
bracket (C) using the included Keps Nut (VE7027K).
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PART NUMBER DESCRIPTION

VE1020466 ADAPTER BRACKET

VE7027K KEPS NUT, #8

PARTS LIST FOR INSTRUCTIONS BELOW
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Reinstall the upper light bracket in the highest position as shown (A), utilizing the adapter bracket to position the 
bracket higher. Once the bracket is secured, install the new light as shown (B)

Dixie Narco 501
Vending Unit
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Reinstall the upper light bracket (A) in the highest position as shown (B).

Remove the lower OEM light bracket from the door (A), and attach Adapter Bracket (VE1020465) to the light 
bracket (B) using the (2) included Keps Nuts, #6 (VE7273K) (C).
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PART NUMBER DESCRIPTION

VE1020465 ADAPTER BRACKET

VE7273K KEPS NUT, #6

VE7207K KEPS NUT, #8
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LIGHT ADAPTER INSTALLATION
Vendo 720 Vending Unit

Vendo 720 
Vending Unit

Reattach the lower light bracket (A) using the Adapter Bracket to the door at the lowest bracket position. Secure 
with (2) included Keps Nuts, #8 (VE7207K). once the bracket is secured, install the new light as shown (B).
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